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REVISIONS
ISS | ZONE DESCRIPTION\PER REQUEST\DATE NOTE: 1. IMPEDANCE : 50 Ohm
2. FREQUENCY RANGE : DC — 18 GHz
3. POWER : 20 Watt CW Min. @ 18 GHz
AND @ +70°C
4. INSERTION LOSS : 0.45 dB Max.
5. VSWR : 1.15 MAX.
6. TEMPERATURE RANGE : —-20°C TO +70°C
7. CONNECTOR DURABILITY : 500 Cycle Min.
8. RF LEAKAGE : —60 dB Min.
9. INSULATION RESISTANCE : 5000 MQ
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NOTES: FINISH (PLATING THICKNESS IN MICRO—INCHES) 12.7 SQ.
1. STAINLESS STEEL
2.THIN GOLD OVER NICKEL PL. 50 MIN. THICK OVER COPPER
PL. 50 MIN. THICK
3. BERYLLIUM COPPER
4,GOLD PL. 3 MIN. THICK OVER NICKEL PL. 50 MIN. THICK RoHS COMPLIANT
OVER COPPER PL. 50 MIN. THICK
5. TEFLON
DIMENSIONS ARE IN MILLIMETERS | pPART NO.
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TOLERANCES
4 [cover PE NATURAL | 1 [1436-6551E8—4 06538 = :g-i APPROVED DATE TITLE
3 |CONTACT PIN | NOTE 3 NOTE 4 | 1 [1436-6551M4-3 30-120 - 0.6 04-11-"18 SMA PANEL RECEPT. JACK
2 |INSULATOR NOTE 5 NATURAL| 1 [1436-6551M3-2 120-315 = +1 CHECKED DATE
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