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CABLE STRIPPING DIM’S

( BFKURRT)

NOTES: FINISH (PLATING THICKNESS IN MICRO—INCHES)

1. BRASS

2.THIN GOLD OVER NICKEL PL. 50 MIN. THICK OVER COPPER
PL. 50 MIN. THICK

3. BERYLLIUM COPPER

4.GOLD PL. 3 MIN. THICK OVER NICKEL PL. 50 MIN. THICK

OVER COPPER PL. 50 MIN. THICK
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1. CONTACT PIN TO SOLDER

5. TEFLON RoHS COMPLIANT
6 |COVER NOTE 1 NOTE 2 1 |Cv-29-05 DIMENSIONS ARE IN MILLIMETERS | pART NO.
5 [INSULATOR NOTE 5 NATURAL | 1 |200-1182A1-5T [ o o oFIED G . L ] I .
4 |RETAINER RING| NOTE 3 NOTE 2 | 1 [200-1000-5 TOLERANCES
3 |CONTACT PIN NOTE 1 NOTE 4 | 1 |200-1182A1-3 05-6 = 0.2
6-30 — t04 |/PPROVED DATE . |"E  MMCX R/A SEMI-RIGID PLUG
2 [INsuLATOR NOTE 5 NATURAL [ 1 [200-1182A1-2 - 06—06-"14 »
30-120 = 0.6 (FOR .047" CABLE)
—Ssor 120-315 = 1 CHECKED DATE
1 [BoDY NOTE 1 NOTE 2 | 1 [200-1182A1-1 315-1000 = +1.6 06—06-"14 | DRAWING NO.
_33 1000-2000 = +2.4 DRAWN DATE 200—-1182A5—-33-50
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