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ISS | ZONE DESCRIPTION\PER REQUEST\DATE
" 11 HEX
o
N\ ACCEPTS ¢0.55~¢1.02
N \ CENTER CONDUCTOR

3/8-32

UNEF—2A——//

7.6 ON FLATSL

(R 60.55~01.0200 01881 )

—3/8—32UNEF—2A

(M EE 7.6)
— 2.4 ~— ®12.7
18.3 6.6
26.4
NOTES: FINISH (PLATING THICKNESS IN MICRO—INCHES)

1. BRASS

2.NICKEL PL. 100 MIN. THICK OVER COPPER PL. 50 MIN. THICK

3.BERYLLIUM COPPER

4.THIN GOLD OVER NICKEL PL. 50 MIN. THICK OVER COPPER

PL 50 MIN. THICK
DIMENSIONS ARE IN MILLIMETERS | pART NO.
UNLESS OTHERWISE SPECIFIED G . L . I .
6 [HEX NUT SS41 NOTE 2 | 1 |HN—-11-3832-24 TOLERANCES
5 |LOCK WASHER| NOTE 1 NOTE 2 | 1 |Lw—97-127-05 0.5-6 = 0.2 APPROVED DATE TITLE
4 [INSULATOR | NYLON 6 | YELLOW | 2 |3832-7471B4—4 oo 03-21-"14 F BULKHEAD FEEDTHROUGH JACK TO
3 |CONTACT PIN | NOTE 3 | NOTE 4 | 2 |3832—6000—5 120-315 = 1 CHECKED DATE JACK ADAPTOR
2 |CONTACT PIN | NOTE 1 NOTE 4 | 1 |3832—7471B4—2 315-1000 = +1.6 03-21—"14 | DRAWING NO.
1 |BoDY NOTE 1 NOTE 2 | 1 |3832-7471B4—1 1000-2000 = *£2.4 DRAWN DATE 3832—7471B4-75
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