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REVISIONS
ISS | ZONE DESCRIPTION\PER REQUEST\DATE NOTES: 1. Temperature range (needed —40 to 85 Deg.C)
B | A—1 [NO.4'S MATERIAL WAS CHANGED\RD—DM030805001 2. Freq range 2GHz (RL—20 dBm)
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NOTES: FINISH (PLATING THICKNESS IN MICRO—INCHES)
1. BRASS
2.NICKEL PL. 100 MIN. THICK OVER COPPER PL. 50 MIN. THICK
3.GOLD PL. 3 MIN. THICK OVER NICKEL PL. 50 MIN. THICK
OVER COPPER PL. 50 MIN. THICK RoHS COMPLIANT
4. TEFLON
5. PHOSPHOR BRONZE DIMENSIONS ARE IN MILLMETERS | pART NO.
UNLESS OTHERWISE SPECIFIED G . L . I .
TOLERANCES
4 |GASKET N.B.R. BLACK 1 |es-85-115-15 %538 = :g-i APPROVED DATE TITLE
3 [CONTACT PIN | NOTE S | NOTE 3 | 1 |5824-6031A3-3 30-120 = 0.6 08-05-1% | N BULKHEAD HERMETICALLY SEALED JACK
2 [INSULATOR | NOTE 4 |NATURAL| 1 |5824—6031A3-2 120-315 = +1 CHECKED DATE
—50T 315—-1000 = +1.6 08-05-"14 | DRAWING NO.
1 |BoDY NOTE 1 |NOTE 2 | 1 [5824-6031A3-1 1000-2000 = +2.4 DRAWN DATE 5824-6031A5-50
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