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1SS | ZONE DESCRIPTION\PER REQUEST\DATE
. CRIMPED CONTACT PIN
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NOTES: FINISH (PLATING THICKNESS IN MICRO—INCHES) s |
1. BRASS 0
2.NICKEL PL. 100 MIN. THICK OVER COPPER PL. 50 MIN. THICK xR 5 |
3. PHOSPHOR BRONZE c 9 ) i
4.GOLD PL. 3 MIN. THICK OVER NICKEL PL. 50 MIN. THICK 3 —z4 3.5 I-— ,
OVER COPPER PL. 50 MIN. HTICK —T DN
5. TEFLON _H i 1—1 3 © _EE_
6.THIN GOLD OVER NICKEL PL. 50 MIN. THICK OVER COPPER 1 ) &
PL. 50 MIN. THICK ! _M_s 13.7
9 [HEX NUT NOTE 1 NOTE 2 | 1 [HN-19—-5824—31 ~ - RECOMMENDED ) '
CABLE STRIPPING DIM’S RECOMMENDED
8 [LocK WASHER| NOTE 1 NOTE 2 | 1 |LW—16—19-06 (BEHAERT) MOUNTING HOLE
7 [GASKET SILICONE | RED 1 |6S—160-200-15 —10.5 (ZREsEETL)
6 |SOLDER NUT | NOTE 1 NOTE 6 | 1 |5824—64B1A1—6 9.5 ON FLATS
_29 (MNP @EE 9.5)
5 |[INSULATOR NOTE S NATURAL [ 1 (5824—6481A1—5T| DIMENSIONS ARE IN MILLMETERS | pART NO.
-0.9
UNLESS OTHERWISE SPECIFIED G . L . I .
4 [coNnTacT PIN | NOTE 3 NOTE 4 | 1 [5824—6481A1—4 TOLERANCES
-1.0 05-6 = 0.2 APPROVED DATE TITLE
3 [INNER BODY | NOTE 1 NOTE 2 | 1 |5824—6481A1-3 30?28 z :8";' 02-02-'12 N BULKHEAD QlRECT SOLDER JACK
2 |INSULATOR NOTE 5 NATURAL| 1 [5824—6481A1-2 120-315 = +1 CHECKED DATE (FOR .141" CABLE)
—50T 315—-1000 = +1.6 02-02-"12 | DRAWING NO.
1 |OUTER BODY | NOTE 1 NOTE 2 | 1 |5824—6481A1—1 1000-2000 = +2.4 DRAWN DATE 5824-6481A1-29-50
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