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NOTES: FINISH (PLATING THICKNESS IN MICRO—INCHES) | I |
1. BRASS
2.NICKEL PL. 100 MIN. THICK OVER COPPER PL. 50 MIN. THICK i 12.7 |
3.GOLD PL. 3 MIN. THICK OVER NICKEL PL. 50 MIN. THICK |
OVER COPPER PL. 50 MIN. THICK | 155
4. TEFLON .
11 [NUT NOTE 1 | NOTE 2 | 1 [NUT—0805—24 20.5
10 [FERRULE NOTE 1 | NOTE 2 | 1 [FR—533-648-45 }
-62-127 f J <, 1. CRIMPED FERRULE
9 |WASHER NOTE 1 NOTE 2 | 1 |WS—90-128-08 U—H— N HEX CRIMP SIZE .213”
8 |SPRING SK5 NOTE 2 | 1 [900-1000-6 } 2. CONTACT PIN TO SOLDER
7 [ReTANER RING] NOTE 1 | NoTE 2 | 1 [900—1000-5
6 |GASKET RUBBER RED 1 |GS—B0—115-15 | DIMENSIONS ARE IN MILLIMETERS | PART NO.
5 [CONTACT PIN_| NOTE 1 [ NOTE 3 | 1 |900-1112A6-5 [ oo o o o G L I
4 [INSULATOR NOTE 4 | NATURAL| 1 |900-1112A6—4 TOLERANCES e
—75T 0.5-6 = 0.2 APPROVED DATE TITLE
3 [BARREL NOTE 1 | NOTE 2 | 1 |900—1112A6-3 e 02-22-"13 BNC R/A CRIMP PLUG
_06 120315 = 41 CHECKED DATE (FOR BELDEN 1855A CABLE)
2 [BopY NOTE 1 | NOTE 2 | 1 [900—1112A6—2 315-1000 = 1.6 02-22—"13 | DRAWING NO.
1 |SHELL NOTE 1 | NOTE 2 | 1 |900—1000—1 1000-2000 = +2.4 DRAWN DATE 900—1112A6—A1—-75
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