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NOTES: FINISH (PLATING THICKNESS IN MICRO—INCHES)
1. BRASS
2.NICKEL PL. 100 MIN. THICK OVER COPPER PL. 50 MIN. THICK
3.GOLD PL. 3 MIN. THICK OVER NICKEL PL. 50 MIN. THICK
OVER COPPER PL. 50 MIN. THICK 1. EE;(MF()%DIME’D;II?ZUELE 255"
4. TEFLON .
2. CRIMPED CONTACT PIN
”»
9 |FERRULE NOTE 1 NOTE 2 | 1 |FR—66-75-127 SQ. CRIMP SIZE .043
8 |CONTACT PIN | NOTE 1 NOTE 3 | 1 [900-1121D19-8
—0.9 RoHS COMPLIANT
7 |WASHER NOTE 1 NOTE 2 | 1 |WS—90-128—08
6 |SPRING SK5 NOTE 2 | 1 [900—1000-6 DIMENSIONS ARE IN MILLMETERS | pART NO.
5 |RETAINER RING| NOTE 1 NOTE 2 | 2 [900—1000-5
UNLESS OTHERWISE SPECIFIED G . L . I .
4 |GASKET RUBBER | RED 1 |6s-80-115-15 TOLERANCES
3 |INSULATOR NOTE 4 | NATURAL| 1 [900-1121D19-3 °é5;g = :g-i APPROVED DATE TITLE BNC CRIMP PLUG
—75T —on = 06—13-"16
30-120 = +0.6 _
2 |BoDY NOTE 1 NOTE 2 | 1 [900-1121D19-2 120—315 = +1 CHECKED DATE (FOR RG-59/U 20AWG, BELDEN 1505A)
-1 315-1000 = 1.6 06—13—"16 | DRAWING NO.
1 [SHELL NOTE 1 | NOTE 2 | 1 |900-1121Dg-1 1000-2000 = +2.4 DRAWN DATE 900-1121D19-11-75
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