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REVISIONS
1SS | ZONE DESCRIFTION\PER REQUEST\DATE . 9.7
A1| A—2 |NO.4'S MATERIAL WAS CHANGED\N/A\06—28—'11 :
A2 | C-7 [4 WAS 4.7\N/A\12-17-"12 '
B | A—2 |CORRECTED NO.6’S MATERIAL\RD—DM020506003\05—06—"13 |\
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1. MAX. PANEL THICKNESS=3.2mm
NOTES: FINISH (PLATING THICKNESS IN MICRO—INCHES) RECOMMENDED TORQUE: A MAXIMUM TORQUE OF
;. EIR(SAKSESL 12 INCH—-LBS MAY BE APPLIED
. ON HEX NUT WHEN MOUNTING
3 FHOSPHOR BRONZE CONNECTOR IN PANEL.
5. BRIGHT TIN (B SRR ERES ARERAER 12 inch—Ibs BYHIA)
7 [HEX NUT NOTE 1 NOTE 2 | 1
DIMENSIONS ARE IN MILLIMETERS | PART NO.
6 [LOCK WASHER] S50C NOTE 2 | 1 UNLESS OTHERWISE SPECIFIED G . L . I .
5 [CONTACT PIN | NOTE 3 NOTE 4 | 1 TOLERANCES
4 |INSULATOR NYLON WHITE 1 0.5-6 = 0.2 APPROVED DATE TITLE
3 [Lock RING NOTE 1 NOTE 2 | 1 6-30 = 0.4 05-06-"13
30-120 = +0.6 BNC BULKHEAD RECEPT. ISOLATED JACK
2 |BRAD NOTE 1 NOTE 5 | 1 120-315 = +1 CHECKED DATE
GROUNDING 315—-1000 = *1.6 05-06-"13 DRAWING NO.
1 |[BoDY NOTE 1 NOTE 2 | 1 1000-2000 = +2.4 DRAWN DATE 900-6651B2-50
NO.| DESCRIPTION | MATERIAL | FINISH [a'Tv]| DRAWING NO. [scALE] 3/1 [issue] B 05-06-"13 | FILE NO. R:\D\G\DWG\900\6651B2\50
1 | 2 | 3 4 | 5 | 6 | 7 |




